
	To : Geotechnical Engineering Office

	
(Attn : Chief Geotechnical Engineer /
	
	)

	Certificate of Design and Completion of Geotechnical Feature(s) for
Non-Design and Build Contracts Involving Design or Alternative Design by Contractor
(to be completed by Project or Maintenance Department/Office or their Consultants)

	Name of Government Department/Office :
	

	Name of Consultants :
	

	Agreement No. and Title :
	

	Contract No. and Title :
	

	Appendix I :
	List of Geotechnical Feature(s)

	Appendix II :
	Location Plans of Geotechnical Feature(s) Listed in Appendix I

	
	(see note 1)

	
	

	Part 1: Certificate of Design

	A.
I/We certify that :-

	(a)
	I/we have exercised all reasonable skill and care to be expected of a professionally qualified and competent person, experienced in work of a similar nature and scope, in the performance of duties relating to the preparation, review, checking and certification of the design and amendments of design of the geotechnical feature(s) as shown and described in the submissions listed in Appendix I;

	(b)
	the design and amendments of design of the geotechnical feature(s) listed in Appendix I complied with the relevant standards at the time when they were carried out and an in-house independent check has been undertaken and completed to confirm that they are complete, adequate, and valid, and all conditions imposed under the Geotechnical Engineering Office(s checking procedures in relation to the design and amendments of design have been complied with; and

	(c)
	the design and amendments of design of the geotechnical feature(s) listed in Appendix I have been conveyed accurately and completely to the Contractor for execution.

	Date :
	
	
	Signed :
	

	
	
	
	Name :
	

	Designation :
	
	(note 2)

	

	B.
I/we certify that I/we have independently checked the design and amendments of design of the geotechnical feature(s) listed in Appendix I, including making all necessary site inspections to confirm the design and amendments of design, using all reasonable skill and care and am/are satisfied that they complied with the relevant standards at the time when they were carried out and the checking is completed.

	Date :
	
	
	Signed :
	

	
	
	
	Name :
	

	Designation :


	
	(note 3)

	

	C.
I/we certify that the design criteria in respect of the design and amendments of design of the geotechnical feature(s) listed in Appendix I have been met/and there is no evidence to cast doubt on the certification given by the Independent Checking Engineer.

	Date :
	
	
	Signed :
	

	
	
	
	Name :
	

	Designation :


	
	(note 4)

	                  

	Part 2: Certificate of Completion 

	A.
I/We certify that the geotechnical works for the geotechnical feature(s) listed in Appendix I have been completed in accordance with the design and amendments of design as conveyed to me by the designer.

	

	Date :
	
	
	Signed :
	

	
	
	
	Name :
	

	Designation :
	
	(note 5)


Notes
1. Appendices are to be provided by the Project or Maintenance Department/Office or their consultants.

2. The person signing Part 1A shall be a Registered Professional Engineer (Geotechnical) (RPE(G)) who prepares the design and amendments of design.
3. Part 1B should be signed by an Independent Checking Engineer (ICE) (as defined in ETWB TC(W) No. 25/2004) who is responsible for the independent checking.  The person signing in the capacity as the ICE shall be a RPE(G).
4. The person signing Part 1C should be the Senior Geotechnical Engineer or Senior Engineer or above of the Project or Maintenance Department/Office or Partner/Director of the Consultants responsible for specifying the design criteria.

5. The person signing Part 2 should be the Engineer/Architect/Project Manager/Service Manager for the contract or the Engineer(s/Architect(s Representative or Project Manager’s/Service Manager’s delegate with delegated authority to certify completion of the works under the contract.

6. For preparation of the DC Certificate (please see page A1), the Project or Maintenance Department/Office or their consultants should keep a running record of Appendix I as the Project progresses.  Amendments of design with geotechnical significance should also be included in the record and be accurately and completely conveyed to the Contractor for execution on site.  Amendments of design which are geotechnically significant are those which would affect the validity of the design which was previously checked, or entail a significant change in the location, extent or form of the geotechnical features or a significant change of factor of safety or in the risk posed by the geotechnical features.  Examples include an extension of a cut slope resulting from a change in layout of the development, significant changes to soil nails lengths, degree of compaction of fill, groundwater model, siting of a development on previously vacant land close to a geotechnical feature etc..  GEO should be consulted in case of doubt.
7. This form of Certificate is applicable to works involving design or alternative design carried out by the Contractor under a non-design and build contact, in which the Contractor is required to carry out the design for part of the works (i.e. no Engineer(s/Employer’s design), or is allowed to provide an alternative design for the works (i.e. with Engineer(s/Employer’s design).
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